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OPTIMIZED ON-ROAD AND  
OFF-ROAD PERFORMANCE
A versatile and durable radial tyre  
for mixed surfaces. Offering increased  
stability, steering and traction thanks  
to its low aspect size.

camso.co

PERFORMANCE

TIRE LIFE 

PUNCTURE RESISTANCE

TRACTION

ARTICULATED 
DUMP TRUCKS

WHEEL LOADERS
CAMSO EMT 553R



CAMSO EMT 553R
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AUTHORIZED DISTRIBUTOR:
camso.co

TYRES FOR WHEEL LOADERS AND ARTICULATED DUMP TRUCKS 

40%
soft

60%
hard

MIXED
HARD 
SURFACE

All tires listed are tubeless

NON-DIRECTIONAL TREAD PATTERN

 § Increases durability and versatility  
on mixed and hard surfaces

INTERCONNECTED  
MULTI-BLOCK TREAD PATTERN 

 § Improves stability, self-cleaning and grip  
on soft soils

STRONG RADIAL CARCASS

 §  Maximizes comfort, traction and durability

LOW PROFILE TYRE SIZE

 §  Maximizes footprint, stability and wearable 
rubber volume

TIRE SIZE SR ALLOWED RIM SIZES

ACTUAL TIRE DIMENSIONS 
LOAD 

INDEX
SPEED 

SYMBOL
TREAD 
CODE SERVICEO.D. 

[mm] 
[in]

O.W. 
[mm] 
[in] 

O.T.D. 
[mm] 
[32nd] 

S.L.R. 
[mm] 
[in]

R.C. 
[mm] 
[in]

600/65R25 * 19.50/2.5; 17.00/2.0; 17.00/1.7
1410 605 36 623 4252

187 A2 L-3 LOADER - DOZER
55.5 23.8 45 24.5 167.4

650/65R25 */** 19.50/2.5
1481 635 40 655 4467

193 A2 L-3 LOADER - DOZER
58.3 25.0 50 25.8 175.9

650/65R25 */** 19.50/2.5
1481 635 40 655 4467

180 B E-3 EARTHMOVER
58.3 25.0 50 25.8 175.9

750/65R25 ** 22.00/3.0; 24.00/3.0; 25.00/3.0
1592 722 40 686 4801

209 A2 L-3 LOADER - DOZER
62.7 28.4 50 27.0 189.0

750/65R25 ** 22.00/3.0; 24.00/3.0; 25.00/3.0
1592 722 40 686 4801

190 B E-3 EARTHMOVER
62.7 28.4 50 27.0 189.0

TIRE SIZE APPLICATION
INFLATION PRESSURE 

[bar] 
[PSI]

MAXIMUM TIRE LOAD [kg] [lb] 

5 km/h 
3 mph

10 km/h 
6 mph

15 km/h 
9 mph

25 km/h 
16 mph

50 km/h 
31 mph

65 km/h 
40 mph

600/65R25 *
4,75 11100 9750 8500 7800 6150 -

69 24470 21495 18740 17195 13560 -

650/65R25 *
4,75 13100 11500 10000 9200 7250 -

69 28880 25355 22045 20285 15985 -

650/65R25 **
4,25 - - 8950 - 8000 7050

62 - - 19730 - 17635 15545

750/65R25 **
6,25 21100 18500 16100 14800 11700 -

91 46520 40785 35495 32630 25795 -

750/65R25 **
4,25 - - 11900 - 10600 9350

62 - - 26235 - 23370 20615


